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							                    Nuevos Productos
COLORKER
SALONI
PAMESA
KLIPEN
MOEN
APARIENCIA LISO
cytysense
“Cuando se trata
de innovación estos
productos se llevan la
delantera”
Citysense moon
Citysense light
Citysense deep
Citysense sun
Porcelanato
Porcelanato
Porcelanato
Porcelanato
22 X 90 cm
22 X 90 cm
22 X 90 cm
22 X 90 cm
Apariencia: Mate
APARIENCIA MÁRMOL
59 X 119 cm
Apariencia: Brillante
“No pierde realismo ni tonalidad”
Balance chromo
APARIENCIA TEXTIL
BALANCE
“Inspira tus sentidos”
Porcelanato rectificado
TOUCH
INVICTUS ÁMBAR
Invictus ambar
Cenefa
4,3 X 40 cm
Balance malva
Cenefa
Touch wengue
Touch blanco
Touch malva
Azulejo
Azulejo
Azulejo
22 X 40 cm
22 x 40 cm
22 x 40 cm
4,3 X 40 cm
Balance wengue
Cenefa
4,3 X 40 cm
Apariencia: Mate
Apariencia: Mate
Xtreme crema
Xtreme grafito
Porcelanato
Porcelanato
30 X 60 cm
30 X 60 cm
Xtreme noce
Xtreme plata
Porcelanato
Porcelanato
30 X 60 cm
30 X 60 cm
xtreme
APARIENCIA NATURAL
“Creamos espacios
que roban miradas”
PIEDRA NATUR
APARIENCIA LISO
ARQUITECT
Arquitect gris
Arquitect antracita
Arquitect bronce
Arquitect blanco
Porcelanato rectificado
Porcelanato rectificado
Porcelanato rectificado
Porcelanato rectificado
45 X 90 cm
45 X 90 cm
45 X 90 cm
45 X 90 cm
Apariencia: Mate
“La belleza de las piedras naturales y la
calidez de la madera con las ventajas
de un porcelanato”
APARIENCIA MÁRMOL
Dorex gris
Porcelanato rectificado
DOREX
58 x 58 cm
“Tu hogar mejor
vestido que nunca”
Dorex gris
Dorex beige
Vary Dorex iris
Dorex beige
Azulejo
Azulejo
Azulejo
Porcelanato rectificado
40 X 120 cm
40 X 120 cm
40 X 120 cm
58 X 58 cm
Apariencia: Brillante
Apariencia: Mate
APARIENCIA MÁRMOL
Embassy gris
Porcelanato rectificado
embassy
45 x 90 cm
Embassy gris
Porcelanato rectificado
14.8 x 90 cm
“Explora tu estilo”
Intro marfíl
APARIENCIA MÁRMOL
Porcelanato rectificado
30 x 90 cm
Intro sendai marfil
Porcelanato rectificado
intro
30 x 90 cm
Apariencia: Mate
APARIENCIA LISO
vantage
Vantage blanco brillo
Azulejo
40 X 120 cm
Vantage web blanco mate
Azulejo
40 X 120 cm
Vantage blanco mate
Azulejo
40 X 120 cm
Vantage web azul
Azulejo
40 X 120 cm
Vari blanco brillo
Azulejo
40 X 120 cm
Apariencia: Mate
Woodstone Cream
Porcelanato Rectificado
CASTLE
APARIENCIA MATE
60 x 90 cm
Woodstone Argento
Porcelanato Rectificado
APARIENCIA MATE
WOOSTONE
60 x 90 cm
Woodstone Sand
Porcelanato Rectificado
60 x 90 cm
Castle cenere
Castle cocoa
Castle ligth
Piso cerámico
Piso cerámico
Piso cerámico
20 x 60 cm
20 x 60 cm
20 x 60 cm
Apariencia: Mate
Apariencia: Mate
DESCRIPTION
•
•
•
Metal construction with various finishes identified by suffix
Includes metal pop-up type waste assembly
Flexible supply lines with 3/8" fittings connect directly to supply stops
•
Pivot action lever style handle
OPERATION
FLOW
•
Flow is limited to 1.5 gpm max. (5.7 L/min) at 60 psi
•
1255™ Duralast™ cartridge for Single-Handle Faucets
•
Third party certified to ASME A112.18.1/CSA B125.1, NSF 61/9, and all
applicable requirements referenced therein
Third party certified to comply with WaterSense® High Efficiency
Bathroom Sink Faucet Specification
Contains no more than 0.25% weighted average lead content
Complies with California Proposition 65 and with the Federal Safe
Drinking Water Act
CARTRIDGE
STANDARDS
•
•
•
•
ADA
Arris™
Single-Handle Lavatory Faucet
Models: S43001 series
NOTE: THIS FAUCET IS DESIGNED TO BE INSTALLED
THROUGH 1 HOLE 1-1/4” (32MM) MIN. DIA.
for lever handle
“Excelencia y calidad”
WARRANTY
•
•
Lifetime limited warranty against leaks, drips and finish defects to the
original consumer purchaser
5 year warranty if used in commercial installations
6-1/8"
(156mm)
2-1/2" (63mm)
RECOMMENDED
WALL
CLEARANCE
5-1/2"
(140mm)
2-1/2"
(64mm)
2-5/8"
(67mm)
6-5/8"
(168mm)
4-1/4"
(107mm)
5-5/8"
(143mm)
1-15/16"
(49mm)
5-3/4"
(146mm)
2-1/2"
(63mm)
S p e c i f i c a t i o n s
3-3/4" (95mm)
MAX. DECK THICKNESS
28-3/4"
(730mm)
DESCRIPTION
•
•
•
•
Metal construction with various finishes identified by suffix
Designed to be installed through 2, 1-1/4" and 1, 1" min. dia holes
8" on center
Adaptable for non-8" centers
Hot and cold indicators available
ARRIS
OPERATION
•
•
•
Maximum handle rotation angle is 90˚ to full on for either handle
Rotate hot side counterclockwise to open and clockwise to close
Rotate cold
side clockwise
to open and counterclockwise to close
CRITICAL
DIMENSIONS
•
(DO NOT SCALE)
Flow is limited to 1.5 gpm
max (5.7L/min) at 60 psi
Mezcladora monomando para lavabo.
FLOW
INCLUYE VáLVULA Y DESAGÜE AUTOMáTICO
•
•
CARTRIDGE
4/13
instalación a 1 orificio.
•
•
•
•
S p e c i f i c a t i o n s
Third party certified to WaterSense,® ASME A112.18.1/CSA B125.1
and all applicable requirements referenced therein including NSF61/9
Contains no more than 0.25% weighted average lead content
Complies with California Proposition 65 and with the Federal Safe
Drinking Water Act
ADA
Models: TS43003 series
Valve: 9700
for lever handles
WARRANTY
DESCRIPTION
•
•
ARRIS™
FOR MORE INFORMATION CALL: 1-800-BUY-MOEN
1224 cartridge design
Two-Handle Wall Mount Faucet
Nonmetallic/nonferrous and stainless steel material
www.moen.com
STANDARDS
•
•
Metal construction with various finishes identified by suffix
Designed to be installed through 2, 1-1/4" and 1, 1" min. dia holes
8" on center
Adaptable for non-8" centers
Hot and cold indicators available
•
•
•
Maximum handle rotation angle is 90˚ to full on for either handle
Rotate hot side counterclockwise to open and clockwise to close
Rotate cold side clockwise to open and counterclockwise to close
•
Flow is limited to 1.5 gpm max (5.7L/min) at 60 psi
•
•
1224 cartridge design
Nonmetallic/nonferrous and stainless steel material
•
•
•
Third party certified to WaterSense,® ASME A112.18.1/CSA B125.1
and all applicable requirements referenced therein including NSF61/9
Contains no more than 0.25% weighted average lead content
Complies with California Proposition 65 and with the Federal Safe
Drinking Water Act
•
ADA
•
•
Lifetime limited warranty against leaks, drips and finish defects
to the original consumer purchaser
5 year warranty if used in commercial installations
OPERATION
FLOW
2-1/4 " Spout Base
(57mm)
2-11/16"
(68mm)
CARTRIDGE
ARRIS™
Two-Handle Wall Mount
STANDARDS
Models: TS43003 series
Valve: 9700
for lever handles
WARRANTY
•
•
3-3/32"
(79mm)
2" Handle Base
(51mm)
Faucet
8"
(203mm)
3" (76mm) MIN.
Lifetime limited warranty against leaks, drips and finish defects
to the original consumer purchaser
5 year warranty if used in commercial installations
MAX WALL THICKNESS
1-3/4” (45mm)
2-11/16"
(68mm)
2-1/4 " Spout Base
(57mm)
M•pact™ System
2" Handle Base
(51mm)
Mezcladora a pared de 2 manerales
para Ovalin.
3-3/32"
(79mm)
CRITICAL DIMENSIONS
FOR MORE INFORMATION CALL: 1-800-BUY-MOEN
www.moen.com
4/13
REQUIERE AGREGAR VÁLVULA 9700.
3" (76mm) MIN.
(DO NOT SCALE)
8"
(203mm)
MAX WALL THICKNESS
1-3/4” (45mm)
•
Includes metal pop-up waste assembly
•
•
•
•
Lever style handles
Maximum handle rotation angle is 90˚ to full on for either handle
Hot side counterclockwise to open (clockwise to close)
Cold side clockwise to open (counterclockwise to close)
OPERATION
FLOW
ARRIS™
•
Flow is limited to 1.5 gpm max (5.7L/min) at 60 psi
•
•
1224 cartridge design
Nonmetallic, nonferrous and stainless steel material
•
Third party certified to WaterSense,® ASME A112.18.1/CSA B125.1, and
all applicable requirements referenced therein including NSF61/9
Contains no more than 0.25% weighted average lead content
Complies with California Proposition 65 and with the Federal Safe
Drinking Water Act
Two Handle Widespread
Lavatory Faucet
CARTRIDGE
STANDARDS
•
•
•
ADA
Models: TS43002 series
Valve: 9000, 69000
for lever handles
WARRANTY
•
•
Lifetime limited warranty against leaks, drips and finish defects
to the original consumer purchaser
5 year warranty if used in commercial installations
ArrisTM Technical Specification
NOTE: THIS FAUCET IS DESIGNED TO BE INSTALLED
THRU 3 HOLES, 1-1/8" MIN. DIA.
18” & 24” Towel Bar
S p e c i f i c a t i o n s

YB0818BN – 18” Towel Bar
Brushed Nickel Finish

YB0818CH – 18” Towel Bar
Chrome Finish

YB0824BN – 24” Towel Bar
Brushed Nickel Finish

YB0824CH – 24” Towel Bar
Chrome Finish
DESCRIPTION
•
•
•
Metal construction with various finishes identified by suffix
Hot and cold indicators available
Includes metal pop-up waste assembly
•
•
•
•
Lever style handles 2-11/16"
(68mm)angle is 90˚ to full on for either handle
Maximum handle rotation
Hot side counterclockwise to open (clockwise to close)
Cold side clockwise to open (counterclockwise to close)
OPERATION
5-5/64"
(129mm)
S p e c i f i c a t i o n s
Two Handle Widespread
FLOW
4-3/64"
ARRIS™
(103mm)
•
Flow is limited to 1.5 gpm max (5.7L/min) at 60 psi
3-3/32"
CARTRIDGE
Handle Base
(79mm)
• 1224 cartridge design
2" (51mm)
• Nonmetallic, nonferrous and stainless steel material
STANDARDS
•
•
•
Third party certified to WaterSense,® ASME A112.18.1/CSA B125.1, and
all applicable requirements referenced therein including NSF61/9
Contains no more than 0.25% weighted average lead content
Complies with California Proposition 65 and with the Federal Safe
DESCRIPTION
Drinking
Water Act
•
ADA
•
•
Lavatory Faucet
Spout Base
2-13/32" (61mm)
Models: TS43002 series
Prime1
Valve: 9000, 69000
•
•
Mezcladora de 2 manerales para lavabo de 8” a 16”.
•
•
•
•
ADA
Valves:
•
•
•
1-11/32"
(34mm)
ARRIS™
10"
(254 mm)
Stock Number:______________________Towel Bar
Valves:
for lever handle
62300 series, 2500 series
CL
EP Suffix Models Only
7-1/8"
(181mm)
TUB RIM
M•pact™ System
10"
(254 mm)
FINISHED
WALL LINE
7" (178mm)
ESCUTCHEON
DIAMETER
45" (1143mm)/
48" (1219mm)-SHOWER
32" (813mm)-TUB OR
TUB SHOWER
To preserve the fine finish of this product, clean only with a soft
damp cloth. Dry well. Do not use commercial or abrasive cleaners.
ArrisTM Technical
Specification
Stock Number:______________________Towel Ring
2-1/2" MAX. (63mm)
18-7/8"
(479mm)
By Creative Specialties
Robe Hook
Materials:
6'-6"
(1981mm)
CL
1-3/8" (35mm)
45" (1143mm)/
48" (1219mm)-SHOWER
32" (813mm)-TUB OR
TUB SHOWER
7-1/8"
(181mm)
TUB RIM
Stock Numbers:
(DO NOT SCALE)
FOR MORE INFORMATION CALL: 1-800-BUY-MOEN
Dimensions:
location.
Brushed Nickel Finish
3) International
Drill two ¼” holes at each mounting
post
location that corresponds to
Copyright Creative Specialties
Literature
#BA1720
your product.
YB0803CH – Robe Hook
4) Remove the template from the wall.
Chrome Finish
5) Disassemble screws and washers from anchors.
6) Lightly tap anchors until flush with the wall.
7) Remove mounting posts from the product assemblies by loosening
each setscrew.
8) One at a time, place each mounting plate over anchors (with “UP”
facing you) and insert screw and washer through plate into anchor.
9) Tighten screws until anchor is activated behind wall (approximately 45
turns) and tight.
10) Place each assembly over the mounting posts with setscrews facing
down. Pivoting post with bar should be on the left side. Tighten both
setscrews.
Porta-rollo de papel higiénico con pivote
Cleaning Instructions:
To preserve the fine finish of this product, clean only with a soft
damp cloth. Dry well. Do not use commercial or abrasive cleaners.
FLOOR
CRITICAL DIMENSIONS
YB0803
Installation Instructions:
25300 AL MOEN DRIVE  NORTH OLMSTED, OH 44070
CORPORAT E HEADQUART ERS: (800) 321 -8809  FA X: (800) 848 -6636
INTERNAT IONAL: (440) 962 -2000  FAX: (440) 962 -2726
Paper Holder is constructed
C U Sof
T Ozinc.
M E R S E R V I C E ( U S1)
A ) : 8Position
0 0 - 8 8 2 - the
0 1 1 mounting
6  F A X : (template
8 8 8 ) 3 7 9on
- 2 7the
2 0 wall in the desired
WW
W .MO EN .C O M
 YB0803BN – Robe
Hook
2) Using a level, align the template and tape it to the wall.

4-1/2" (114mm)
WALL OPENING
you. Mark hole locations.
3. Drill 2 holes as marked using 5/16” drill bit.
4. Fold ends of the plastic toggle anchor together and insert into each hole in
the wall.
5. Lightly tap anchors until flush with the wall.
6. One at a time, insert plastic pin into each anchor and lightly tap to activate
anchor. Removepin and repeat on other anchor.
7. Place the mounting plate on the wall over the installed wall anchors with "UP"
facing you.
8. Tighten screws.
9. Place decorative product over the mounting plate with setscrew facing down
and tighten setscrew.
Cleaning Instructions:
ff
FLOOR
FOR MORE INFORMATION CALL: 1-800-BUY-MOEN
www.moen.com
2-1/2"
(64mm)
4/13
Chrome Finish
6'-6"
(1981mm)
(DO NOT
5/8" MIN.
IPS SCALE)
(16mm)
Rocio completo. Requiere agregar válvula 2520.
M•pact™ System
Toallero de Argolla
FACE OF STUD
CRITICAL
DIMENSIONS
1/2" MIN. CC (13mm)
4/13
Brazo y chapetón

1-3/8" (35mm)
Lifetime limited warranty against leaks, drips and finish defects
to the original consumer purchaser
2-1/2"
5 year warranty if used in commercial installations
(64mm)
Ducha tipo lluvia de gran tamaño, con un diámetro
de 10” para una excepcional cobertura.
25300 AL MOEN DRIVE  NORTH OLMSTED, OH 44070
CORPORAT E HEADQUART ERS: (800) 321 -8809  FA X: (800) 848 -6636
INTERNAT IONAL: (440) 962 -2000  FAX: (440) 962 -2726
CUST OMER SERVICE (USA): 800 -882-0116  FAX: (888) 379 -2720
PivotingWPaper
Holder
WW .MO
EN.COM
Brushed Nickel Finish Copyright Creative Specialties International
Literature #BA1719
1. Remove mounting plate from the product post by loosening
each setscrew
Towel Ring base and ring are
2. Position the mounting plate on the wall at desired location with “UP” facing
constructed of zinc.  YB0808CH – Pivoting Paper
Holder
(479mm)
4-1/2" (114mm)
WALL OPENING
YB0808
Dimensions:
Stock Numbers:
Materials: YB0808BN –
Installation Instructions:
www.moen.com
Models: TS22001 series - valve trim only
TS22002 series - shower
trim only
2-1/2" MAX. (63mm)
TS22003 series - tub/shower trim
18-7/8"
WARRANTY
•
Paper Holder
By Creative Specialties
FACE OF STUD
Single-Handle Posi-Temp®
Tub/Shower
1/2" MIN. CC (13mm)
FINISHED
5/8" MIN. IPS (16mm)
TrimCALL:
Kit1-800-BUY-MOEN
WALL LINE
FOR MORE INFORMATION
7" (178mm)
• Third party certified to: ASME A112.18./CSA B125.1 and all applicable
ESCUTCHEON
DIAMETER
requirements referenced therein
• EP suffix models are IAPMO Green listed and third party certified to
WaterSense®
•
To preserve the fine finish of this product, clean only with a soft
damp cloth. Dry well. Do not use commercial or abrasive cleaners.
(DO NOT SCALE)
1222 cartridge design
6/13
Nonmetallic/nonferrous and stainless steel materials
Accommodates back to back installations
ADA
Cleaning Instructions:
ArrisTM Technical Specification
EP Suffix Models Only
CRITICAL DIMENSIONS
STANDARDS
•
62300 series, 2500 series
for lever handle
Showerhead is limited to 2.5 gpm (9.5 L/min) at 80 psi
EP suffix models are limited to 2.0 gpm (7.6 L/min) at 80 psi
NH suffix models contain no showerheadM•pact™ System
CARTRIDGE
Gancho doble para bata.
TS22002 series - shower trim only
TS22003 series - tub/shower trim
Handle operates counterclockwise through a 270° arc with off at
1-1/4” (32mm) MAX.
WARRANTY
6 o’clock and maximum hot at the 9 o’clock
position. Shut off in
DECK THICKNESS
• Lifetime limited warranty against leaks, drips and finish defects
clockwise direction
to
the
original
consumer
purchaser
Adjustable temperature limit stop to control maximum hot water
• 5 year warranty if used in commercial installations
temperature
Pressure balancing mechanism maintains selected discharge
temperature to± 3°
FLOW
•
•
•
Brushed
Nickel
Towel
bar posts
areFinish
constructed of
zinc. Bar is constructed of brass.
 YB0886CH – Towel Ring
Chrome Finish
Stock Number:______________________Paper Holder
By Creative Specialties
Materials:
Robe Hook is constructed of zinc.
Installation Instructions:
25300 AL MOEN DRIVE  NORTH OLMSTED, OH 44070
CORPORAT E HEADQUART ERS: (800) 321 -8809  FA X: (800) 848 -6636
INTERNAT IONAL: ( 440) 962-2000  FAX: (440) 962 -2726
byA X
loosening
C U1.
S T Remove
O M E R Smounting
E R V I C E plate
( U S Afrom
) : 8 0the
0 - 8product
8 2 - 0 1 1post
6  F
: ( 8 8 8 ) 3each
7 9 - 2setscrew
720
2.W Position
the
WW
.MO EN .C
O Mmounting plate on the wall at desired location with “UP” facing
you. Creative
Mark hole
locations. International
Copyright
Specialties
Literature #BA1718
ACCESORIOS
•
•
Single-Handle Posi-Temp® Tub/Shower
Trim Kit
(103mm)
Handle Base
2) Using a level, align the template and tape it to the wall.
3) Drill two ¼” holes at each mounting post location that corresponds to
your product.
4) Remove the template from the wall.
5) Disassemble screws and washers from anchors.
6) Lightly tap anchors until flush with the wall.
7) Remove mounting posts from the product assemblies by loosening
each setscrew.
8) One at a time, place each mounting plate over anchors (with “UP”
facing you) and insert screw and washer through plate into anchor.
9) Tighten screws until anchor is activated behind wall (approximately
45 turns) and tight.
10) Position each end post with setscrews facing down and place over
both mounting posts. Tighten the setscrew at the bottom of each
post.

FOR MORE INFORMATION CALL: 1-800-BUY-MOEN
Models: TS22001www.moen.com
series - valve trim only
4-3/64"
• Third party certified to:2" (51mm)
ASME A112.18./CSA
B125.1 and all applicable
Spout Base
2-13/32" (61mm)
requirements referenced therein
Metal construction with various finishes
by are
suffix
• EPidentified
suffix models
IAPMO Green listed and third party certified to
Includes 10" rainshower showerhead, arm,
flange and diverter tub spout
WaterSense®
OPERATION
•
5-5/64"
(129mm)
1222 cartridge design
Nonmetallic/nonferrous and stainless steel materials
Accommodates back to back installations
YB0886
Installation Instructions:
Dimensions:
1) Position the mounting template on the wall in the desired location.
Stock Numbers:
Materials:
YB0886BN – Towel Ring
S p e c i f i c a t i oARRIS™
ns
3-3/32"
STANDARDS
(79mm)
DESCRIPTION
Towel Ring
5-3/4"
(146mm)
Showerhead is limited to 2.5 gpm (9.5 L/min) at 80 psi
EP suffix models are limited to 2.0 gpm (7.6
L/min) at 80DIMENSIONS
psi
CRITICAL
M•pact™
System
NH suffix
models
contain no showerhead
(DO NOT SCALE)
2-11/16"
CARTRIDGE
(68mm)
•
•
6/13
•
ARRIS
clockwise direction
Adjustable temperature limit stop to control maximum hot water
temperature
Pressure balancing mechanism maintains
selected discharge
8"
(203mm)
temperature to± 3°
FLOW
Requiere agregar válvula.
•
•
1-11/32"
(34mm)
Lifetime limited warranty against leaks, drips and finish defects
• original
Handleconsumer
operates
counterclockwise through a 270° arc with off at
to the
purchaser
6 o’clockif used
and inmaximum
at the 9 o’clock position. Shut off in
5 year warranty
commercialhot
installations
•
ArrisTM Technical Specification
Metal
construction with various finishes identified by suffix NOTE: THIS FAUCET IS DESIGNED TO BE INSTALLED
for lever handles
1-1/4”
(32mm)
MAX. 1-1/8" MIN. DIA.
THRU
3 HOLES,
Includes 10" rainshower showerhead, arm, flange and diverter tub spout
DECK THICKNESS
WARRANTY
OPERATION
•
Dimensions:
Stock Numbers:
Toallero de Barra
5-3/4"
(146mm)
8"
(203mm)
YB0818 & YB0824
Iconografía
Baño
muro
Cocina
pisos
Recámara
semibrillante
Estancia
brillante
Exteriores
mate
Fachadas
microsellado
antiderrapante
impresión digital
residencial
tráfico bajo
Antimanchas
tráfico alto
comercial
tráfico medio
“DISEÑO A LA VANGUARDIA
CON CALIDAD Y DISTINCIÓN”
DIRECTORIO SUCURSALES
Matriz:
Av.Presidente Juárez #2010 Col.Industrial Puente de Vigas Tlalnepantla.
Edo. De México, C.P 54070 Tels: 1106-1173/ 74 / 75
Coacalco
Vía José López Portillo #185 Col. Coalcalco
Edo. De México, C.P 55700 Tels: 1542-0072/98/99
Naucalpan I
Blvd. Manuel Ávila Camacho #415. Col. Industrial C.P. 05400
Tels: 5370-3792/1941/1943
Valle Dorado
Autopista Méx-Qro. #3200 Col.Valle Dorado Tlalnepantla.
Edo. De México, C.P 54020 /1941/1943
Viveros
División
del
Norte
II
División del
Norte
III
Calle I de Viveros de Petén #1. Col. Viveros del Valle. Tlalnepantla.
Edo. De México, C.P. 54060 Tels: 5397-7964 / 5398-7925
Perisur
Periférico Sur #5238 Col. Pedregal de Carrasco. Del. Coyoacán.
México, D.F. C.P. 04700 Tels.5666-4040/ 4165
Lomas
Blvd. Manuel Ávila Camacho #51 Col. Lomas de Chapultepec Del. Miguel Hidalgo.
México. D.F C.P 05100 Tels: 5282-1005/ 1021
Vista
Hermosa
Camino al Olivo 19. Col. Lomas de Vista Hermosa. Del. Cuajimalpa.
México, D.F. C.P. 05100 Tels: 5259-5386/4324
Águilas
Calz. De las Águilas #829. Col. Las Águilas Del. Álvaro Obregón.
México, D.F. C.P. 01759 Tels: 5593-9753/4121
División
Norte I
del
Div. Del Norte #1135 Col. Del Valle. Del. Benito Juárez
México, D.F. C.P. 03100 Tels: 5559-4799/ 4150
Santa Fe
Av. Vasco de Quiroga #3800. Centro Comercial Santa Fe. Local 301
México, D.F. C.P. 05109 Tels: 5258-0817/ 53/ 54 (Junto a Liverpool 1er. Piso)
Metepec
Av. Leona Vicario #1208. Col. La Purísima. Metepec.
Edo. De México C.P. 52140 Tel: 01 722 210-5436/ 210-5436
Div.Del Norte #832 Col.Del Valle. Del. Benito Juárez.
México, D.F. C.P 03100 Tels: 5682-2374/1858
Div. Del Norte #2730. Col. Del Carmen Coyoacán. Del. Coyoácan.
México, D.F. C.P. 04100 Tels: 5601-2946/ 5601-1062
Álamos
Blvd. Luis Donaldo Colosio #760. Exporiviera Plaza Álamos.
(Cancún)
Cancún Quintana Roo. C.P. 77500 (Antes de llegar a Cumbres) Tel: 01 (998) 882-0885.
Plan
de Ayala
Av. Plan de Ayala #846-A. Col. Teopanzolco.
(Cuernavaca)
Cuernavaca. Morelos. C.P. 62430 Tels: 01 (777) 316-8316/ 315-5094/ 322-0834
Lunes a viernes
8:00 a 19:00 hrs.
Sábado 8:00 a 18:00 hrs.
Lunes a viernes
9:00 a 19:00 hrs.
Sabado 9:00 a 18:00 hrs.
Lunes a domingo
11:00 a 20:00 hrs.
Lunes a viernes
9:00 a 19:00 hrs.
Sabado 9:00 a 15:00 hrs.
Lunes a viernes
9:00 a 19:00 hrs.
Sábado 9:00 a 18:00 hrs.
Domingo 10:00 a 15:00 hrs.
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                    Series 1 - T-10A cavity and T-13A cavity, Viton, cartridge seal kit 990
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